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57 ABSTRACT

A pair of toothed wheels that mesh with each other includes a
plateau portion. The surface of the plateau portion is a pla-
teau-structure surface formed on each tooth face of each of
the pair of the toothed wheels, with peak portions of convexi-
ties, out of a plurality of concavities and the convexities
provided on the each tooth face, being flat. A reduced valley
depth Rvk of the plateau portion of one of the pair of the
toothed wheels as defined in JISB0671-2 is greater than the
reduced valley depth Rvk of the plateau portion of the other of
the pair of the toothed wheels. The area occupied by the
concavities in the plateau portion of the one of the toothed
wheels is larger than the area occupied by the concavities in
the plateau portion of the other toothed wheel.

8 Claims, 7 Drawing Sheets
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1
TOOTHED WHEELS AND TRANSMISSION

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a national phase application of Interna-
tional Application No. PCT/IB2012/001969, filed Oct. 5,
2012, and claims the priority of Japanese Application No.
2011-224198, filed Oct. 11, 2011, the content of both of
which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to a pair of toothed wheels that mesh
with each other, and a transmission that is equipped with the
toothed wheels.

2. Description of Related Art

There are known toothed wheels whose tooth faces are
treated. For example, there are known toothed wheels having
micro dimples that are formed by subjecting tooth faces of the
toothed wheels to a shot peening treatment to cause high-
hardness particles to collide with the tooth faces at high speed
and thus plastically deforming the tooth faces slightly (see
Japanese Patent Application Publication No. 2005-201295
(JP-2005-201295 A)). In addition, the related art documents
associated with the invention include Japanese Patent Appli-
cation Publication No. 09-302454 (JP-09-302454 A) and
Japanese Patent Application Publication No. 2004-345022
(JP-2004-345022 A).

In the toothed wheels of Japanese Patent Application Pub-
lication No. 2005-201295 (JP-2005-201295 A), convexities
are formed on each tooth face thereof. Thus, the lubrication
state at the time when the toothed wheels are meshed with
each other may be under the influence of the friction between
the convexities thereof. Besides, in this case, the oil accumu-
lated in the dimples may not be utilized. Thus, the toothed
wheels of Japanese Patent Application Publication No. 2005-
201295 (JP-2005-201295 A) may have a narrow operating
region where the friction coefficient is low.

SUMMARY OF THE INVENTION

The invention provides toothed wheels that make it pos-
sible to enlarge an operating region where the friction coef-
ficient between tooth faces is low, and a transmission that is
equipped with the toothed wheels.

Toothed wheels according to a first aspect of the invention
relate to a pair of toothed wheels that mesh with each other.
These toothed wheels includes a plateau portion whose sur-
face is a plateau-structure surface formed on each tooth face
of'each of the pair of the toothed wheels, with peak portions
of convexities, out of a plurality of concavities and the con-
vexities provided on the each tooth face, being flat. A reduced
valley depth of the plateau portion of one of the pair of the
toothed wheels as defined in JISB0671-2 is greater than the
reduced valley depth of the plateau portion of the other of the
pair of the toothed wheels. An area occupied by the concavi-
ties in the plateau portion of the one of the toothed wheels is
larger than an area occupied by the concavities in the plateau
portion of the other toothed wheel.

The reduced valley depth Rvk is correlated with the aver-
age of the depth of the concavities of the plateau portion.
Thus, the average of the depth of the concavities in the plateau
portion of the one of the toothed wheels is greater than the
average of the depth of the concavities in the plateau portion
of the other toothed wheel. Accordingly, the depth of the
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concavities in the plateau portion is greater, and the number of
concavities is larger in the one of the toothed wheels than in
the other toothed wheel. Since oil enters the concavities, a
larger amount of oil is retained by the one of the toothed
wheels than by the other toothed wheel. In addition, when the
pressure applied to the tooth faces becomes high, this oil in
the concavities is discharged and supplied to the gaps
between the tooth faces. In general, the pressure applied to the
tooth face becomes high when the toothed wheels rotate at
low rotational speed and with high torque. Thus, in the afore-
mentioned toothed wheels, oil is supplied from the concavi-
ties in the one of the toothed wheels to the gaps between the
tooth faces in such an operating region, so that the friction
coefficient between the tooth faces in this operating region
can be reduced.

Besides, in the aforementioned toothed wheels, the number
of concavities in the plateau portion of the other toothed
wheel is smaller than the number of concavities in the plateau
portion of the one of the toothed wheels. Thus, the area
occupied by the convexities is larger than the area occupied
by the concavities in the plateau portion of the other toothed
wheel. On the plateau-structure surface, the peak portions of
the convexities are flat. Therefore, the number of concavities
and convexities along each tooth face of the other toothed
wheel is smaller than the number of concavities and convexi-
ties along each tooth face of the one of the toothed wheels. An
oil film can be appropriately formed on such a tooth face.
Therefore, the friction coefficient at the time when the toothed
wheels rotate at high rotational speed and with low torque can
be reduced. Accordingly, in the aforementioned toothed
wheels, the friction coefficient between the tooth faces can be
reduced in such an operating region as well. In this manner,
according to the aforementioned toothed wheels, the friction
coefficient between the tooth faces can be reduced from the
operating region where the toothed wheels rotate at low rota-
tional speed and with high torque to the operating region
where the toothed wheels rotate at high rotational speed and
with low torque. Thus, the friction loss can be reduced, and
therefore, the transmission efficiency of torque can be
enhanced.

In the aforementioned toothed wheels, reduced peak
heights of both the plateau portion of the one of the toothed
wheels and the plateau portion of the other, toothed wheel as
defined in JISB0671-2 may be smaller than 1.0 pm. The
reduced peak height Rpk is correlated with the number of
convexities that protrude more than the other convexities on
the plateau portion. In this configuration, the reduced peak
height Rpk of the plateau portion of each of the toothed
wheels is made smaller than 1.0 um. Therefore, the height of
the convexities on the plateau portion of each of the toothed
wheels can be made homogeneous. Thus, when the tooth
faces mesh with each other, one of the tooth faces can be
restrained from being chipped by the other tooth face, so that
the surface quality of the tooth faces is unlikely to change. In
this case, the surface quality hardly changes due to the run-
ning-in of the tooth faces. Therefore, a low friction coefficient
can be maintained since the beginning of use. Besides, the
surface quality can be restrained from changing. Therefore,
the plateau-structure surface of each of the plateau portions
can be maintained.

In the aforementioned toothed wheels, a hardness of teeth
of'the one of the toothed wheels may be equal to a hardness of
teeth of the other toothed wheel. In this case, the teeth of the
one of the toothed wheels can be restrained from being
chipped by the teeth of the other toothed wheel. Thus, the
surface quality of the tooth faces can be made more unlikely
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to change. Accordingly, the plateau-structure surface of each
of the plateau portions can longer be maintained.

The area occupied by the concavities in the plateau portion
may be an area other than the area of the peak portions of the
plateau portion.

A second aspect of the invention relates to a transmission.
This transmission is equipped with an input shaft, an output
shaft, and a plurality of gear pairs that are interposed between
the input shaft and the output shaft and are different in speed
ratio from each other. The input shaft is provided with one of
toothed wheels of each of the plurality of the gear pairs. The
output shaft is provided with the other toothed wheel of each
of the plurality of the gear pairs such that the other toothed
wheel meshes with the one toothed wheel. A changeover in
speed ratio is made by selectively achieving transmission of
rotation by one of the plurality of the gear pairs. The afore-
mentioned toothed wheels are provided as at least one of the
plurality of the gear pairs.

According to the aforementioned transmission, rotation
can be transmitted between the input shaft and the output
shaft by the aforementioned toothed wheels. Thus, the fric-
tion loss can be reduced. Besides, the transmission efficiency
of torque can be enhanced.

In the aforementioned transmission, the plurality of the
gear pairs may include a gear pair at an intermediate shift
speed, a gear pair at a low shift speed which is higher in speed
ratio than the gear pair at the intermediate shift speed, and a
gear pair at a high shift speed which is lower in speed ratio
than the gear pair at the intermediate shift speed. The toothed
wheels may be provided as the gear pair at the intermediate
shift speed. In general, the intermediate shift speed is used in
a wider rotational speed range ranging from low rotational
speed to high rotational speed than the low shift speed and the
high shift speed. Besides, the range of the torque to be trans-
mitted between the toothed wheels is wide as well. The
toothed wheels in accordance with the invention make it
possible to reduce the friction coefficient between the tooth
faces in such a wide operating region. Thus, according to this
configuration, the friction loss of the gear pair at the interme-
diate shift speed can be reduced in an entire operating region
of the intermediate shift speed.

In this configuration, the plateau portion may include a first
plateau portion and a second plateau portion. The first plateau
portion may be provided on each tooth face of each toothed
wheel of the gear pair at the low shift speed. The second
plateau portion may be provided on each tooth face of each
toothed wheel of the gear pair at the high shift speed. The
reduced valley depth of the first plateau portion may be
greater than a predetermined value, and an area occupied by
concavities in the first plateau portion may be larger than an
area occupied by the peak portions of the convexities on the
first plateau portion. The reduced valley depth of the second
plateau portion may be smaller than the predetermined value,
and an area occupied by the peak portions of the convexities
on the second plateau portion may be larger than an area
occupied by the concavities in the second plateau portion. In
general, the gear pair at the low shift speed is highly fre-
quently used when the rotational speed of the input shaft is
low and the torque to be transmitted between the toothed
wheels is large. In the toothed wheels having the plateau
portion whose concavities are great in depth and large in
number as described above, the friction coefficient between
the tooth faces in the operating region where the toothed
wheels rotate at low rotational speed and with high torque can
be reduced. In this configuration, such toothed wheels are
applied as the gear pairs at the low shift speed. Therefore, the
friction loss of the gear pair at the low shift speed can be
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appropriately reduced. Besides, in general, the gear pair at the
high shift speed is highly frequently used when the rotational
speed of the input shaft is high and the torque to be transmit-
ted between the toothed wheels is small. In the toothed wheels
having the plateau portion whose convexities have peak por-
tions occupying a large area as described above, the friction
coefficient between the tooth faces in the operating region
where the toothed wheels rotate at high rotational speed and
with low torque can be reduced. In this configuration, such
toothed wheels are applied as the gear pairs at the high shift
speed. Therefore, the friction loss of the gear pair at the high
shift speed can be appropriately reduced. In this manner, this
configuration makes it possible to reduce the friction loss of
the gear pair at the low shift speed and the friction loss of the
gear pair at the high shift speed as well, and hence to reduce
the friction losses at all the shift speeds of the transmission
respectively. Thus, the transmission efficiency of torque of
the transmission can be enhanced.

As described above, according to each of the aspects of the
invention, the friction coefficient between the tooth faces can
be reduced in a wide operating region ranging from the oper-
ating region where the toothed wheels rotate at low rotational
speed and with high torque to the operating region where the
toothed wheels rotate at high rotational speed and with low
torque. Thus, the friction loss can be reduced. Therefore, the
transmission efficiency of torque can be enhanced.

BRIEF DESCRIPTION OF THE DRAWINGS

Features, advantages, and technical and industrial signifi-
cance of an exemplary embodiment of the invention will be
described below with reference to the accompanying draw-
ings, in which like numerals denote like elements, and
wherein:

FIG. 1 is a view schematically showing a transmission in
which toothed wheels according to one embodiment of the
invention are incorporated;

FIG. 2 is a view showing a third gear pair on an enlarged
scale;

FIG. 3 is a view showing a tooth face of a third drive gear
on an enlarged scale;

FIG. 4 is a view showing a tooth face of a third driven gear
on an enlarged scale;

FIG. 5 is a view showing load curves of respective rough-
ness curves of the tooth face of the third drive gear and the
tooth face of the third driven gear;

FIG. 6 is a view showing respective load curves of the tooth
face of the third drive gear and the tooth face of the third
driven gear on a normal probability paper;

FIG. 7 is a view showing a relationship between (viscosity
of oil/sliding velocity)/contact pressure and friction coeffi-
cient in between a first drive gear and a first driven gear;

FIG. 8 is a view showing a relationship between (viscosity
of oil/sliding velocity)/contact pressure and friction coeffi-
cient in between a fifth drive gear and a fifth driven gear; and

FIG. 9 is a view showing a relationship between (viscosity
of oil/sliding velocity)/contact pressure and friction coeffi-
cient in between the third drive gear and the third driven gear.

DETAILED DESCRIPTION OF EMBODIMENT

FIG. 1 schematically shows a transmission in which
toothed wheels according to one embodiment of the invention
is incorporated. A transmission 1 is a well-known device that
is mounted on a vehicle to change the speed of rotation of a
traveling power source such as an internal combustion engine
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or the like and transmit the rotation to driving wheels. The
transmission 1 has six forward shift speeds.

The transmission 1 is equipped with an input shaft 2 and an
output shaft 3. The input shaft 2 and the output shaft 3 are
arranged parallel to each other. First to sixth gear pairs G1 to
G6 are provided between the input shaft 2 and the output shaft
3. The first gear pair G1 is composed of a first drive gear 11
and a first driven gear 12 that mesh with each other. The
second gear pair G2 is composed of a second drive gear 13
and a second driven gear 14 that mesh with each other. The
third gear pair G3 is composed of a third drive gear 15 and a
third driven gear 16 that mesh with each other. The fourth gear
pair G4 is composed of a fourth drive gear 17 and a fourth
driven gear 18 that mesh with each other. The fifth gear pair
G5 is composed of a fifth drive gear 19 and a fifth driven gear
20 that mesh with each other. The sixth gear pair G6 is
composed of a sixth drive gear 21 and a sixth driven gear 22
that mesh with each other. Each of the first to sixth gear pairs
G1 to G6 is provided such that the drive gear thereof and the
driven gear thereof constantly mesh with each other.

The shift speeds set for the respective gear pairs G1 to G6
are different from one another. The shift speeds are so set as
to decrease in the order of the first gear pair G1, the second
gear pair G2, the third gear pair G3, the fourth gear pair G4,
the fifth gear pair G5, and the sixth gear pair G6. Hence, the
first gear pair G1 is a first-speed gear pair, and the second gear
pair G2 is a second-speed gear pair. Besides, the third gear
pair G3 is a third-speed gear pair, and the fourth gear pair G4
is a fourth-speed gear pair. In addition, the fitth gear speed G5
is a fifth-speed gear pair, and the sixth gear pair G6 is a
sixth-speed gear pair. The first to sixth drive gears 11, 13, 15,
17, 19, and 21 are supported by the input shaft 2 relatively
rotatably with respect to the input shaft 2. On the other hand,
the first to sixth driven gears 12, 14, 16, 18, 20, and 22 are so
fixed to the output shaft 3 as to rotate integrally with the
output shaft 3. Incidentally, although not shown in the draw-
ing, the transmission 1 is also provided with a backward gear
train for causing the input shaft 2 and the output shaft 3 to
rotate in the same direction.

The input shaft 2 is provided with first to three sleeves 23 to
25. The first to third sleeves 23 to 25 are so supported by the
input shaft 2 as to be rotatable integrally with the input shaft
2 and movable in the direction of an axis of rotation. As shown
in this drawing, the first sleeve 23 is arranged between the first
drive gear 11 and the second drive gear 13. The first sleeve 23
is so provided as to be changeable over to a first-speed posi-
tion at which the input shaft 2 and the first drive gear 11 are
connected to each other, a second-speed position at which the
input shaft 2 and the second drive gear 13 are connected to
each other, and a release position at which the input shaft 2 is
separated from both the first drive gear 11 and the second
drive gear 13. The second sleeve 24 is provided between the
third drive gear 15 and the fourth drive gear 17. The second
sleeve 24 is so provided as to be changeable over to a third-
speed position at which the input shaft 2 and the third drive
gear 15 are connected to each other, a fourth-speed position at
which the input shaft 2 and the fourth drive gear 17 are
connected to each other, and a release position at which the
input shaft 2 is separated from both the third drive gear 15 and
the fourth drive gear 17. The third sleeve 25 is provided
between the fifth drive gear 19 and the sixth drive gear21. The
third sleeve 25 is so provided as to be changeable over to a
fifth-speed position at which the input shaft 2 and the fifth
drive gear 19 are connected to each other, a sixth-speed posi-
tion at which the input shaft 2 and the sixth drive gear 21 are
connected to each other, and a release position at which the
input shaft 2 is separated from both the fifth drive gear 19 and
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the sixth drive gear 21. These sleeves 23 to 25 are operated
such that the input shaft 2 is selectively connected to one of
the first to sixth drive gears 11, 13, 15, 17, 19, and 21. Thus,
the transmission of rotation by one of the first to sixth gear
pairs G1 to G6 is selectively achieved to make a changeover
in speed ratio.

FIG. 2 shows the third gear pair G3 on an enlarged scale. As
shown in this drawing, both the third drive gear 15 and the
third driven gear 16 are helical gears. These gears 15 and 16
are both made of thermally treated iron. Thus, the teeth of
these gears 15 and 16 are identical in hardness. Incidentally,
as is the case with this third gear pair G3, the drive gears and
driven gears of the other gear pairs are also helical gears that
are made of thermally treated iron. A tooth face 156 of each
tooth 15a of the third drive gear 15 is treated such that the
surface thereof becomes a plateau-structure surface. The
entire tooth face 154 is subjected to this treatment. FIG. 3
shows part of the tooth face 155 on an enlarged scale. As
shown in this drawing, the tooth face 155 is provided with a
plurality of concavities and convexities. In addition, tips of
respective convexities 30, which constitute part of these con-
cavities and convexities, are removed such that peak portions
30a of the convexities 30 become identical in height. Thus,
the peak portions 30a of the convexities 30 are flat on the tooth
face 155. Hereinafter, the peak portions 30a of these convexi-
ties 30 may be referred to as smooth portions. The plateau-
structure surface is a surface that is thus provided with a
plurality of concavities and convexities, with tips of the con-
vexities 30, which constitute part of the concavities and the
convexities, removed. The plateau-structure surface as
described above may be worked according to a well-known
treatment method, for example, a shot peening treatment, a
laser machining treatment, an etching treatment, or the like.
As shown in FI1G. 4, a tooth face 165 of each tooth 16a of the
third driven gear 16 is also subjected to a treatment such that
the surface thereof becomes a plateau-structure surface. By
the same token, the entire tooth face 165 of the third driven
gear 16 is also subjected to the treatment.

FIG. 5 shows load curves of respective roughness curves of
the tooth face 1556 of the third drive gear 15 and the tooth face
165 of the third driven gear 16. Incidentally, each of the
roughness curves is a curve defined in JISB0671-1 of Japa-
nese Industrial Standards (corresponding to ISO13565-1),
and each of the load curves is a curve described in JISB0671-2
(corresponding to ISO13565-2). Incidentally, each of the
roughness curves may be drawn on the basis of a measure-
ment result obtained from a measurement conducted by a
well-known sensing pin-type or laser probe-type measuring
machine. In this drawing, a solid line [.1 indicates the load
curve of the tooth face 155 of the third drive gear 15, and a
solid line L2 indicates the load curve of the tooth face 165 of
the third driven gear 16. As is apparent from this drawing, the
tooth face 155 of the third drive gear 15 is provided with
concavities and convexities that are larger than those of the
tooth face 165 of the third driven gear 16. Thus, an average D1
(see FIG. 3) of the depth of concavities 31 in the tooth face
155 of the third drive gear 15 is greater than an average D2
(see FIG. 4) of the depth of the concavities 31 in the tooth face
165 of the third driven gear 16. Besides, if a comparison in
reduced valley depth Rvk defined in JISB0671-2 is made, the
reduced valley depth Rvk of the tooth face 155 of the third
drive gear 15 is greater than the reduced valley depth Rvk of
the tooth face 165 of the third driven gear 16. As for a reduced
peak height Rpk defined in JISB0671-2, both the reduced
peak height Rpk ofthe tooth face 156 of the third drive gear 15
and the reduced peak height Rpk of the tooth face 165 of the
third driven gear 16 are smaller than 1.0 um. Incidentally, the
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reduced peak heights Rpk of the respective tooth faces 156
and 165 are desired to be smaller than 0.1 pm.

FIG. 6 shows respective load curves of the tooth face 156 of
the third drive gear 15 and the tooth face 165 of the third
driven gear 16 on a normal probability paper on the basis of
JISB0671-3 (ISO13565-3). Incidentally, in this drawing, a
solid line L3 indicates the load curve of the tooth face 156 of
the third drive gear 15, and a solid line [.4 indicates the load
curve of the tooth face 165 of the third driven gear 16. As
shown in this drawing, the respective load curves .3 and [.4
change in gradient in transition regions Ail and Ai2 that are
located halfway. In the respective load curves [.3 and L4
shown in this drawing, the sizes of plateau regions Apl and
Ap2 that are located to the left of the transition regions Ail
and Ai2 in the drawing are correlated with the area of the
smooth portions 30a of the respective tooth faces 156 and
1654. Besides, the sizes of valley regions Av1 and Av2 that are
located to the right of the transition regions Ail and Ai2 are
correlated with the area of the concavities 31 of the respective
tooth faces 156 and 165. As shown in this drawing, a normal
probability Rqp1 of an intersection point between an asymp-
totic line of the plateau region Ap1 of the third drive gear 15
and an asymptotic line of the valley region Av1 of the third
drive gear 15 is lower than a normal probability Rqp2 of an
intersection point between an asymptotic line of the plateau
region Ap2 of the third driven gear 16 and an asymptotic line
of'the valley region Av2 of the third driven gear 16. Thus, the
smooth portions 30a of the tooth face 155 of the third drive
gear 15 are smaller in area than the smooth portions 30a of the
tooth face 165 of the third driven gear 16, and the concavities
31 (the tooth face which is other than the smooth portions
30a) of the tooth face 1556 of the third drive gear 15 are larger
in area than the concavities 31 of the tooth face 165 of the
third driven gear 16.

As described above, both the tooth face 155 of the third
drive gear 15 and the tooth face 165 of the third driven gear 16
have plateau-structure surfaces, but are different in the area
and shape of the concavities 31 from each other. Hereinafter,
a plateau-structure surface with the depth of the concavities
31 greater than a predetermined value and the area of the
concavities 31 larger than the area of the smooth portions 30a,
such as the tooth face 155 of the third drive gear 15, will be
referred to as a first plateau-structure surface. Besides, a
plateau-structure surface with the depth of the concavities 31
smaller than a predetermined value and the area of the con-
cavities 31 smaller than the area of the smooth portions 30a,
such as the tooth face 165 of the third driven gear 16, will be
referred to as a second plateau-structure surface. Incidentally,
as described above, the reduced peak heights Rpk of both the
first plateau-structure surface and the second plateau-struc-
ture surface are smaller than 1.0 pm, and desirably smaller
than 0.1 pm. In order to thus make the area and shape of the
concavities 31 different, for example, the particle size or the
like of a shot material used for a shot peening treatment may
be changed.

The other gear pairs of the transmission 1 will be described.
The second gear pair G2 and the fourth gear pair G4 are
subjected to the treatment in the same manner as the third gear
pair G3. That is, the entire tooth face of each of the teeth of
each of the drive gears 13 and 17 is subjected to such a
treatment that the surface thereof becomes the first plateau-
structure surface, and the entire tooth face of each of the teeth
of each of the driven gears 14 and 18 is subjected to such a
treatment that the surface thereof becomes the second pla-
teau-structure surface. Thus, each of the drive gears 13, 15,
and 17 of the second to fourth gear pairs G2 to G4 is regarded
as an example of one toothed wheel of the invention, and each
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of'the driven gears 14, 16, and 18 is regarded as an example of
the other toothed wheel of the invention. In addition, the
entire tooth face of each of these gears 13 to 18 is regarded as
an example of the plateau portion of the invention.

On the other hand, as for the first gear pair G1, the tooth
face of each of the teeth of both the first drive gear 11 and the
first driven gear 13 is subjected to such a treatment that the
surface thereof becomes the first plateau-structure surface. In
addition, as for the fifth gear pair G5 and the sixth gear pair
G6, the tooth face of each of the teeth of both the respective
drive gears 19 and 21 and the respective driven gears 20 and
22 is subjected to such a treatment that the surface thereof
becomes the second plateau-structure surface. As described
above, in the transmission 1, the tooth face of each of the teeth
of all the respective gears at a first shift speed, namely, a low
shift speed is the first plateau-structure surface. Besides, at
second to fourth shift speeds, namely, intermediate shift
speeds, the tooth face of each of the teeth of the drive gears is
the first plateau-structure surface, and the tooth face of each of
the teeth of the driven gears is the second plateau-structure
surface. In addition, the tooth face of each of the teeth of all
the respective gears at fifth and sixth shift speeds, namely,
high shift speeds is the second plateau-structure surface.

FIG. 7 shows a relationship between (viscosity of oilx
sliding velocity)/contact pressure and friction coefficient in
between the first drive gear 11 and the first driven gear 12.
Incidentally, in this drawing, a relationship between (viscos-
ity of oilxsliding velocity)/contact pressure and friction coef-
ficient in the case where the tooth faces of these gears 11 and
12 are not treated at all is indicated by a broken line as a
comparative example. As is apparent from this drawing, when
each tooth face of each of the gears 11 and 12 is formed as the
first plateau-structure surface, the friction coefficient
decreases. Especially in a boundary lubrication region Al
where the value of (viscosity of oilxsliding velocity)/contact
pressure is low, the friction coefficient greatly decreases. In
this boundary lubrication region Al, since the contact pres-
sure is high, the oil in the concavities 31 is discharged to the
outside and supplied to the gaps between the tooth faces. As
described above, the concavities 31 are great in depth and
large in area on the first plateau-structure surface, so that the
amount of oil accumulated in the concavities 31 is large.
Since this oil is supplied to the gaps between the tooth faces
in the boundary lubrication region A1, the friction coefficient
in the boundary lubrication region Al decreases. In general, at
the first shift speed, the rotational speed of the input shaft 2 is
lower, and the torque to be transmitted between the gears is
larger than at the intermediate shift speeds or the high shift
speeds. Thus, the frequency with which the first gear pair G1
operates in the boundary lubrication region A1 is high. There-
fore, the friction coefficient can be reduced by forming each
tooth face of each of the gears 11 and 12 of the first gear pair
G1 as the first plateau-structure surface.

FIG. 8 shows a relationship between (viscosity of oilx
sliding velocity)/contact pressure and friction coefficient
between the fifth drive gear 19 and the fifth driven gear 20.
Incidentally, in this drawing as well, a relationship between
(viscosity of oilxsliding velocity)/contact pressure and fric-
tion coefficient in the case where each tooth face of these
gears 19 and 20 is not treated at all is indicated by a broken
line as a comparative example. As shown in this drawing,
when each tooth face of each of the gears 19 and 20 is formed
as the second plateau-structure surface, the friction coeffi-
cient decreases. Especially in a mixed lubrication region A2
where the value of (viscosity of oilxsliding velocity)/contact
pressure is high, the friction coefficient greatly decreases. In
this mixed lubrication region A2, since the contact pressure is
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low, an oil film is formed between the tooth faces. As
described above, the concavities 31 are small in depth and the
smooth portions 30q are large in area on the second plateau-
structure surface, so that the oil film between the tooth faces
can be appropriately maintained. Thus, the friction coefficient
in the mixed lubrication region A2 decreases. In general, at
the fifth shift speed, the rotational speed of the input shaft 2 is
higher, and the torque to be transmitted between the gears is
smaller than at the low shift speed and the intermediate shift
speeds. Thus, the frequency with which the fifth gear pair G5
operates in the mixed lubrication region A2 is high. Thus, the
friction coefficient can be reduced by forming each tooth face
of'each of the gears 19 and 20 of the fifth gear pair G5 as the
second plateau-structure surface. The sixth gear pair G6 is
similar to the fifth gear pair G5. Therefore, the friction coef-
ficient of the sixth gear pair G6 can also be reduced in a
similar manner.

FIG. 9 shows a relationship between (viscosity of oilx
sliding velocity)/contact pressure and friction coefficient
between the third drive gear 15 and the third driven gear 16.
Incidentally, in this drawing as well, a relationship between
(viscosity of oilxsliding velocity)/contact pressure and fric-
tion coefficient in the case where each tooth face of each of
these gears 15 and 16 is not treated at all is indicated by a
broken line as a comparative example. The axis of abscissa of
this drawing is shown on a logarithmic scale. As is apparent
from this drawing, in the third gear pair G3, each tooth face of
the third drive gear 15 is the first plateau-structure surface,
and each tooth face of the third driven gear 16 is the second
plateau-structure surface. Therefore, the friction coefficient
greatly decreases in a lubrication region ranging from the
boundary lubrication region Al to the mixed lubrication
region A2. In general, the third shift speed is used in a wider
rotational speed range ranging from low rotational speed to
high rotational speed than the low shift speed or the high shift
speeds. Besides, the range of the torque to be transmitted
between the gears is wide, too. Thus, the friction coefficient
can be reduced in the entire operation range by thus forming
each tooth face of the third drive gear 15 as the first plateau-
structure surface, and each tooth face of the third driven gear
16 as the second plateau-structure surface. Incidentally, the
second gear pair G2 and the fourth gear pair G4, which are
also included in the intermediate shift speeds, are similar to
the third gear pair G3. Therefore, the friction coefficient of
these gear pairs G2 and G4 can also be reduced in a similar
manner.

As described above, according to the invention, the friction
coefficient of the second to fourth gear pairs G2 to G4 can be
reduced in a lubrication region ranging from the boundary
lubrication region Al to the mixed lubrication region A2.
Thus, the friction coefficient can be reduced in a state where
all these gear pairs G2 to G4 are in operation. Besides, the
reduced peak height Rpk of each of the gears of these gear
pairs G2 to G4 is set smaller than 1.0 um, so that the surface
quality of each tooth face is unlikely to change depending on
the operation time. In this case, the surface quality hardly
changes due to the running-in of each tooth face, so that a low
friction coefficient can be maintained since the beginning of
use. Besides, since the surface quality can thus be restrained
from changing, the first plateau-structure surface or the sec-
ond plateau-structure surface can be maintained. Further-
more, in the invention, the oil film can be formed on each
tooth face in an entire operation state since the beginning of
use. Therefore, pitching or a damage to each tooth face such
as fatigue or the like, is unlikely to occur. Thus, the durability
of the toothed wheels is enhanced.
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In the transmission 1 in accordance with the invention,
each tooth face of each of the gears 11 and 12 of the first gear
pair G1 is formed as the first plateau-structure surface. The
lubrication state between the tooth faces of the first gear pair
G1 is the boundary lubrication state in the entire operation
region. Therefore, the friction coefficient can be reduced.
Besides, as for the gear pairs G5 and G6 at the high shift
speeds, each tooth face of both the gears is formed as the
second plateau-structure surface. The lubrication state
between the tooth faces of these gear pairs G5 and G6 is the
mixed lubrication state in the entire operation region. There-
fore, the friction coefficient of these gears can also be
reduced. In this manner, the friction coefficient of all the shift
speeds can be reduced in the transmission 1, so that the
friction loss can be reduced. Thus, the transmission efficiency
of'torque can be enhanced.

The invention is not limited to the foregoing embodiment
thereof, but can be carried out in various forms. For example,
each tooth face of the drive gears of the second to fourth gear
pairs may be formed as the second plateau-structure surface,
and each tooth face of the driven gears of the second to fourth
gear pairs may be formed as the first plateau-structure sur-
face. That is, in the invention, each tooth face of one of the
drive gear and the driven gear of these gear pairs may be
formed as the first plateau-structure surface, and each tooth
face of the other gear may be formed as the second plateau-
structure surface. In this case as well, the friction coefficient
can be reduced in the lubrication region ranging from the
boundary lubrication region to the mixed lubrication region.

In the transmission in accordance with the invention, each
tooth face of one of the gears of the gear pairs at all the shift
speeds may be formed as the first plateau-structure surface,
and each tooth face of the other gear may be formed as the
second plateau-structure surface. Besides, each tooth face of
each of the gears of only at least one of the gear pairs may be
formed as a plateau-structure surface, and each tooth face of
each of the gears of the other gear pairs may not be subjected
to such a treatment that the surface thereof becomes a plateau-
structure surface. The number of forward shift speeds of the
transmission to which the invention is applied is not limited to
six. The invention may be applied to a transmission having
five or less forward shift speeds, or to a transmission having
seven or more forward shift speeds. Incidentally, the shift
speeds included in the low shift speed, the intermediate shift
speed, and the high shift speed are appropriately changed in
accordance with the number of forward shift speeds. For
example, in a transmission having eight shift speeds, the first
shift speed and the second shift speed are low shift speeds,
and the third to fifth shift speeds are intermediate shift speeds.
In addition, the sixth to eighth shift speeds are high shift
speeds. In the transmission in accordance with the invention,
the shaft provided with the sleeves is not limited to the input
shaft. The output shaft may be provided with all the sleeves.
Besides, the input shaft may be provided with at least one of
the sleeves, and the output shaft may be provided with the
other sleeves.

The toothed wheels to which the invention is applied are
not limited to helical gears. For example, the invention may
be applied to various toothed wheels, for example, spur gears,
double-helical gears, bevel gears and the like. The material of
the toothed wheels in accordance with the invention is not
limited to thermally treated iron. Various materials such as
steel or aluminum and the like may be used as the material of
the toothed wheels in accordance with the invention. Besides,
the material of one toothed wheel may be made different from
the material of the other toothed wheel. Incidentally, in this
case, the materials may be selected such that the hardness of
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the teeth of one toothed wheel becomes equal to the hardness
of the teeth of the other toothed wheel. In the invention, the
range of each tooth face that is formed as a plateau-structure
surface is not limited to the entire tooth face. For example,
only the central region of each tooth face in the direction of
the axis of rotation may be formed as a plateau-structure
surface.

The toothed wheels in accordance with the invention may
be applied not only to transmissions but also to various
devices that transmit power using a pair of toothed wheels.
Besides, the toothed wheels in accordance with the invention
may be applied to mechanisms that employ a plurality of
toothed wheels, such as planetary gear mechanisms and the
like. In this case, for example, each of the tooth faces of a sun
gear and a ring gear may be formed as a first plateau-structure
surface, and each tooth face of a planetary gear may be
formed as a second plateau-structure surface.

The invention claimed is:

1. A pair of toothed wheels that mesh with each other,
comprising:

each tooth face of each of the pair of the toothed wheels

including a plateau portion, a surface of the plateau
portion being a plateau-structure surface, the plateau-
structure surface having a plurality of concavities and a
plurality of convexities, and peak portions of the plural-
ity of convexities being flat, wherein

areduced valley depth of the plurality of concavities of the

plateau portion of one of the pair of the toothed wheels is
greater than a reduced valley depth of the plurality of
concavities of the plateau portion of the other of the pair
of the toothed wheels, and

an area occupied by the plurality of concavities in the

plateau portion of the one of the toothed wheels is larger
than an area occupied by the plurality of concavities in
the plateau portion of the other toothed wheel.

2. The toothed wheels according to claim 1, wherein
reduced peak heights of both the plateau portion of the one of
the toothed wheels and the plateau portion of the other
toothed wheel are smaller than 1.0 pm.

3. The toothed wheels according to claim 1, wherein a
hardness of teeth of the one of the toothed wheels is equal to
a hardness of teeth of the other toothed wheel.

4. The toothed wheels according to claim 1, wherein the
area occupied by the concavities in the plateau portion is an
area other than the area of the peak portions of the plateau
portion.
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5. A transmission comprising:

an input shaft;

an output shaft; and

a plurality of gear pairs that are interposed between the
input shaft and the output shaft and are different in speed
ratio from each other, wherein

the input shaft is provided with one of toothed wheels of
each of the plurality of the gear pairs,

the output shaft is provided with the other toothed wheel of
each of the plurality of the gear pairs such that the other
toothed wheel meshes with the one toothed wheel,

a changeover in speed ratio is made by selectively achiev-
ing transmission of rotation by one of the plurality of the
gear pairs, and

the toothed wheels according to claim 1 are provided as at
least one of the plurality of the gear pairs.

6. The transmission according to claim 5, wherein the
plurality of the gear pairs include a gear pair at an intermedi-
ate shift speed, a gear pair at a low shift speed which is higher
in speed ratio than the gear pair at the intermediate shift,
speed, and a gear pair at a high shift speed which is lower in
speed ratio than the gear pair at the intermediate shift speed,
and

the toothed wheels are provided as the gear pair at the
intermediate shift speed.

7. The transmission according to claim 6, wherein the
plateau portion includes a first plateau portion and a second
plateau portion,

the first plateau portion is provided on each tooth face of
each toothed wheel of the gear pair at the low shift speed,

the second plateau portion is provided on each tooth face of
each toothed wheel of the gear pair at the high shift
speed,

the reduced valley depth of the first plateau portion is
greater than a predetermined value, and an area occupied
by concavities in the first plateau portion is larger than an
area occupied by the peak portions of the convexities on
the first plateau portion, and

the reduced valley depth of the second plateau portion is
smaller than the predetermined value, and an area occu-
pied by the peak portions of the convexities on the sec-
ond plateau portion is larger than an area occupied by the
concavities in the second plateau portion.

8. The toothed wheels according to claim 1, wherein the

pair of toothed wheels rotate about separate shafts.
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